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PENDANT
LIGHT

Our service team is ready to answer your questions...
1-800-265-1833 (English) / 1-800-567-2513 (French)

IN CANADA - ressalescanada@canarmna.ca - IN USA - ressalesusa@canarmna.ca

TOOLS AND MATERIALS REQUIRED:

Phillips Wire Cutters
Screwdriver

Pliers Wrench

Monday - Friday

8 AmM-5PMEST.

NEED HELP?

Call or Email us first

INSTRUCTIONS PERTAINING TO RISK OF FIRE OR INJURY TO PERSONS
READ ALL INSTRUCTIONS

IMPORTANT SAFETY
INSTRUCTIONS
SAVE THESE INSTRUCTIONS

SAFETY PRECAUTIONS:

1.TURN OFF ELECTRICAL POWER BEFORE STARTING INSTALLATION OF LIGHT FIXTURE.

2, THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE APPLICABLE INSTALLATION CODE
BY A PERSON FAMILIAR WITH THE CONSTRUCTION AND OPERATION OF THE PRODUCT AND THE
HAZARDS INVOLVED.

3.CONNECT THE GROUND WIRES (BARE COPPER OR GREEN) FROM YOUR FIXTURE TO THE GROUND
WIRE (BARE COPPER OR GREEN) OR GROUND SCREW IN THE ELECTRICAL BOX.

4. TO CLEAN THE FIXTURE, TURN OFF THE POWER, WAIT FORITTO COOL, AND WIPE THE FIXTUREWITH A
CLEAN, SOFT CLOTH.

NOTE: Product may not look exactly as shown in figures.

Wiring supplies
as required by

local electrical
code

INSTALLATION:
.M ti . .
Swivel—U "" i To Install the length of rod that is g’r‘gﬂk'é‘tg 4, once connections of wires
_ :IV “ 7 |required by threading wire are completed, carefully tuck
bPIa?]th ‘ “|through the rod and screwing it to wires and wire nuts into the
ushing DG RY . ; electrical box making sure no bare
7 I the fixture. Install swivel to the ; gsureno|
sleeve wire (on the black and white) is

/| rod, ensuring that the plastic

visible at the wire nuts.

bushing sleeve is at the swivel.

Rod
° 50 Attach fixture to mounting

bracket by tightening the 2 screws.

®. Remove spinner nut from
socket. Position glass on lamp
and secure with spinner nut.
(Please check the glass before

Fixture i installing for any cracks. Do not
overtighten the spinner nut to
Box to electrical box using electrical :
box screws (not included).
M . 70 Install specified bulb type and
! : Bc?g?ﬁglg —__Glass|wattage (not included).
l i ; Spinner
\/ B — Nut
Electrical Box Screws
(not included)
Bulb

30 Connect the ground wires
(bare copper or green) from your

House —o fixture to the ground wire (bare
supply copper or green) or ground screw <t-'
Ground ~~_Black|in the electrical box. Connect the
wire ™ black wire (or wire with marking)
from the fixture to the black wire
in the electrical box and connect
Fixture the white wire from the fixture to
Ground \White the white wire in the electrical box.
wire
Fixture

Tel: (613) 342-5424, Fax: (800) 263-4598



02/26

———— LUMIERE ()
SUSPENDU

__BESOIND'AIDE? — lesimmisiismioumishonenins, us yuee
Ecrivez-nous ou appelez nous d'abord Au Canada - ressalescanada@canarmna.ca - Aux Etats-Unis - ressalesusa@canarmna.ca
DINCENDIES OU LES DOMMAGES CORPORELS OUTILS ET MATERIAUX REQUIS:
LISEZ TOUTES LES INSTRUCTIONS _ ; (@ ,-_a ( {_—:)  Fournitures
I I N STR U CTI O N S D E S U R ETE Tournevis Coupeur De Fils eﬁjggﬁi;ﬁg?
IMPORTANTES ) =) ™
[ ] = & locales
GARDEZ CES INSTRUCTIONS Pinces T

MISE EN GARDE:

1.FERMEZ LE COURANT AU DISJONCTEUR AVANT DE DEBUTER L'INSTALLATION DE LA FIXTURE.

2.CE PRODUIT DOIT ETRE INSTALLE SELON LE CODE D’'INSTALLATION PERTINENT, PAR UNE PERSONNE
QUI CONNAIT BIEN LE PRODUIT ET SON FONCTIONNEMENT AINSI QUE LES RISQUES INHERENTS.

3.BRANCHEZ LES FILS DE LA MISE A TERRE (CUIVRE NU OU VERT) DE VOTRE MONTAGE AU FIL DE LA MISE
A TERRE (CUIVRE NU OU VERT) OU VIS DE LA MISE A TERRE DANS LA BOITE ELECTRIQUE.

4.POUR NETTOYER LE LUMINAIRE, ETEIGNEZ-LE, ATTENDEZ QU’IL SOIT FROID, PUIS NETTOYEZ-LE
AVEC LINGE PROPRE ET DOUX.

N.B.: Le produit peut différer de l'illustration ci-dessous.

INSTALLATION:
Pivot— ~|> 1 o Installez lalongueur de Ferrure De éﬂ"o Une fois les connexions
:E‘ : -~~7>~__ | colonne requise en faisant passer | Montage terminées, poussez soigneusement
Manchon Y * | le fil dans la colonne puis en \ P les fils et les marrettes dans la
en s (@ 8 | vissantla colonne sur le luminaire. =y boite électrique en vous assurant
pIaSthue \\ N /" Installez le pivot surla tige en vous \ N2 / qu'aucun fil dénudé (sur les fils
i‘FC) assurant a ce que le manchon de noirs et blancs) est visible des

plastique soit au niveau du pivot. [ l w__“@'____w - { marrettes.
Tige—¥  Manchon ‘ J

i 50 Posez le luminaire a la
Vis ferrure de montage en serrant les
2 vis.

é\ @o Retirez I'écrou fileté de la

douille. Posez le globe sur la

en
7 plastique

Luminaire = lampe et serrez en place a
I'aide de I'écrou fileté. (Bien
, Boite 2o Posez la ferrure d'installation a @ vérifier le verre avant
Electrique | |a boite de sortie électrique a l'aide ' l'installation pour tout défaut
e des vis de la boite (en sus). ou craque. Ne pas trop serrer
I'anneau pour installer le verre
! YFerrure De T —Vitre | au luminaire.)
! i Montage

F e
! 70 Posez I'ampoule de type et de

: Eg Ecrou | Wattage requis (en sus).

1 i Rotatif
Vis De La Boite
Electrique (en sus) T~
Ampoule
30 Branchez les fils de la mise a
] . - terre (cuivre nu ou vert) de votre
Fil de mise Noir| montage au fil de la mise A terre
?atﬁrgfsgﬁ ~—NO (cuivre nu ou vert) ou vis de la mise
~_ a terre dans la boite electrique.
Posez le fil noir (ou fil ayant un
Fil de écriteau) de la fixture au fil noir
terre surle’”~ N dans la boite électrique et posez le
luminaire Blanc |fil blanc de la fixture au fil blanc

CTaminare— dans la boite.
uminaire

PH: (450) 665-2535, FX: (450) 665-0910



