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h 1-800-265-1833 (English) / 1-800-567-2513 (French) 8am-5emesr.
Call or Email us first IN CANADA - ressalescanada@canarmna.ca - IN USA - ressalesusa@canarmna.ca

INSTRUCTIONS PERTAINING TO RISK OF FIRE OR INJURY TO PERSONS | TOOLS AND MATERIALS REQUIRED:
READ ALL INSTRUCTIONS

| IMPORTANT SAFETY | @) (=) fuims o

as required by

INSTRUCTIONS somde . | e
SAVE THESE INSTRUCTIONS | &) G

SAFETY PRECAUTIONS:

1.TURN OFF ELECTRICAL POWER BEFORE STARTING INSTALLATION OF LIGHT FIXTURE.

2.THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE APPLICABLE INSTALLATION CODE
BY A PERSON FAMILIAR WITH THE CONSTRUCTION AND OPERATION OF THE PRODUCT AND THE
HAZARDS INVOLVED.

3. CAUTION - RISK OF FIRE. CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT BRANCH
CIRCUIT CONDUCTOR.

4. CONNECT THE GROUND WIRES (BARE COPPER OR GREEN) FROM YOUR FIXTURE TO THE GROUND
WIRE (BARE COPPER OR GREEN) OR GROUND SCREW IN THE ELECTRICAL BOX.

5.TO CLEAN THE FIXTURE, TURN OFF THE POWER, WAIT FOR IT TO COOL, AND WIPE THE FIXTURE WITH
A CLEAN, SOFT CLOTH.

NOTE: Product may not look exactly as shown in figures.

INSTALLATION:
Electrical T Attach nipple to 3o Connect the ground wires
Box mounting bracket. Adjust so (bare copper or green) from
\ it will clear hole in back of House JEIR your fixture to the ground wire
Mounting fixture and then lock nipple | supply __Black | (bare copper or green) or .
Bracket™ | in place with hex nut. Mount | Ground : ground screw in the electrical

H . .
exnuty wire box. Attach the black wire from

the light fixture to the black

the mounting bracket to
electrical box using
electrical box screws (not Fixture

. wire in the electrical box.
included). Ground White | Attach the white wire from the
wire : light fixture to the white wire in
| Fixture | | the electrical box.
| | NOTE: Do not disconnect any
Electrical Box Screws — = pre-wired connections.
(not included) Pan 3 \,\”pp|e
) T Star éﬂ"o Once connections of wires
Switch 20 Use the slide switch to Hex Nut = Washer | are completed, carefully tuck
______ choose a color temperature. r‘_—,\ wires and wire nuts into the
The options are 3000K, 4000K Finial electrical box making sure no
! and 5000K. bare wire (on the black and
\ I ; white) is visible at the wire nuts.
.. 300K 4000K_5000K] ..

50 Secure the fixture to the
nipple tightening by star
washer and hex nut. Screw the
finial to the nipple.

S

i o | @o Squeeze gently and insert
Back side the acrylic lens as shown.
of the fixture

Acrylic lens

@ This LED light is compatible with the dimmers:
Leviton# 742-6672-HLW, 722-6674-PDW MAX 150 W, Lutron # SCL-153PH-WH MAX 150 W.
dimmable The MAX rated wattage of this model is 25 W.

Tel: (613) 342-5424, Fax: (800) 263-4598





